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NEW! TSI DUSTTRAK DRX Aerosol Monitor

Only the new DUSTTRAK DRX Models 8533 and 8534 Aerosol Monitors can
simultaneously measure both mass and size fraction - no other monitor
can do both.

DUSTTRAK DRX monitors are battery operated, data-logging, light-
scattering laser photometers that give you real-time aerosol mass
readings. They use a sheath air system that isolates the aerosol in 
the optics chamber to keep the optics clean for improved reliability 
and low maintenance.

Suitable for clean office settings as well as harsh industrial workplaces,
construction and environmental sites and other outdoor applications.
DUSTTRAK DRX monitors measure aerosol contaminants such as dust,
smoke, fumes and mists.

Features and Benefits:

• Simultaneously measure size-segregated mass fraction concentrations
corresponding to PM1, PM2.5, Respirable, PM10, and Total PM size fractions 

• Easy to program, easy to operate 
• NEW graphical user interface with large color touch-screen 
• Perform in-line gravimetric analysis for custom reference calibrations 
• Automatic zeroing (with optional zero module) minimizes the effect of zero drift 
• Remote programming and data acquisition from your PC via wireless

communications or over an Ethernet network 
• TRAKPRO™ Data Analysis software to set up and program directly from 

a PC is included 
• Particle size range: 0.1 to 15.0 µm

Specifications:
Measurement Range: 0.001 to 150 mg/m3 
Particle Size Range: 0.1 to 15.0 µm 

Flow Rate: 3.0 L/min 
Datalogging: 60,000 data points

Weight: 8534 Handheld 3.3 lbs
8533 Desktop w/ 1 battery 4.5 lbs
8533 Desktop w/ 2 battery 5.5 lbs

Battery Type: 8534 Handheld 3600 mAH Li-ion
8533 Desktop 6600 mAH Li-ion

Operating Temp: 32 to 120°F (0 to 49°C) 
Listings : N/A

Rental Information:
Part Number Unit Description Daily Weekly Monthly
450-0001 8533 DUSTTRAK DRX Desk Top Monitor $115.00 $400.00 $1,200.00
450-0012 8534 DUSTTRAK DRX Hand Held Monitor $200.00 $650.00 $2,300.00

Applications:

• Industrial/occupational 
hygiene surveys 

• Indoor air quality investigations 
• Outdoor environmental monitoring 
• Fugitive emissions monitoring 
• Site perimeter monitoring 
• Fenceline monitoring 
• Dust control operations 
• Environmental research studies 
• Baseline trending and screening 
• Point source monitoring 
• Engineering studies 
• Engineering control evaluations 
• Corrective action validation
• Remote and process monitoring
• Emissions monitoring
• Aerosol research studies

TSI Model 7565-X IAQ
Monitor - Page 76

TSI Equipment Guide

The following instruments are some
of the TSI products also found in the
Argus-Hazco Comprehensive Catalog 
& Reference Guide.

TSI AEROTRAK™ 8220 
Handheld Particle
Counter - Page 11

TSI Aerotrak 9000
Nanoparticle Aerosol

Monitor - Page 10

Rental Includes: Carrying Case, Analog Alarm Outputs, Rechargeable 6600 mAH Li-Ion
Battery, Switching Power Supply with Universal Line Cords, TrakPro Data Analysis Software CD,
Zero Filter, USB (device and host) Computer Calbes, Analog/Alarm Output Connector, Inlet Cap
(x2), 37-mm Cassette with Mesh Filter, Calibration Impactor Kit (with PM2.5 Impactor, Impactor
Plates (x2) and Impactor Oil), Sample Extension Tube (3-ft/1-m), Sheath Air HEPA Filters (x8),
Filter Removal Tool, Operation Service Manual, and Calibration Certificate.

Purchase Information:
Part Number Unit Description Price
TSI8533 8533 DUSTTRAK DRX Desk Top Monitor $12,500.00
TSI8534 8534 DUSTTRAK DRX Hand Held Monitor $9,995.00

Model 8533 Model 8534

Click Here for PDF









Environmental Monitoring

6 US Online: argus-hazco.com
Canada Online: argus-hazco.ca

Ion PhoCheck+ 5000

World’s Most Advanced, Humidity Resistant PID for VOCs
PhoCheck+, independently verified to be the most sensitive, most accurate and most
consistent PID available today.

Features:

• Detects VOCs from 1 ppb – 10,000 ppm
• Detects all major industrial VOCs
• Intrinsically safe for use in hazardous areas
• Health & Safety mode for STEL and TWA
• Choice of readouts – numbers or real-time graph
• Universal graphical interface and icon menu
• Continuous datalogging (stores over 130,000 individual readings)
• Traceable results with secure data download
• Fully interactive Ion PC software
• Upgradeable throughout PhoCheck+

Proven PID Technology
PhoCheck+ is the most advanced handheld humidity resistant photoionization detector
(PID) for volatile organic compounds (VOCs), providing rapid response and accurate
detection. Its unique patented Fence Electrode Technology incorporates a third
electrode design resulting in proven resistance to humidity at source offering the most
accurate and repeatable performance in the field.

Fence Electrode Technology virtually eliminates at source the drift, erratic and
inaccurate readings and signal loss that typically occur at high humidity with other PIDs.
The net result is you consistently get the right readings, the best sensitivity, the fastest
response, the fastest clear down. Even up to 99%RH. PhoCheck+ is designed with field
use in mind.

Specifications:
Measurement Range: 1 ppb to 10,000 ppm

0.01 to 10,000 mg/m3
Accuracy: +/-5% of displayed reading +/- one digit
Linearity: +/-5% 

Lamp: 10.6 eV Krypton PID lamp supplied as standard (other lamps available)
Response: T90 ~ 1 sec rise and clear down

Temperature:
Operating: -20 to 60 oC, -4 to 140 oF
Humidity: 0-99% RH (non condensing)

Datalogging: Automatically records readings every second including date and 
time stamp. Incorporates a secure storage algorithm to reduce 
stored data corruption

Memory: 8 Mb   
Weight: 0.58 kg (1.3 lb)
Packed: 3 kg (6.6 lb)

Batteries Dry Cell: Alkaline 4 x AA
Operating Time: Up to 20 hours

Rental Information:

Part Number Unit Description Daily Weekly Monthly
405-0005 PhoChek+ 5000 $114.00 $400.00 $1,200.00

Purchase Support Accessories:
Part Number Unit Description Price
GD37-001-A-17S Isobutylene 100 ppm, 17 ltr $40.00 
GD98-000-0-17S Lab Grade Zero Air, 17 ltr $40.00  

Rental Includes: PhoCheck+ 5000,
Filter, Software, Download Cable,
Manual and Case.

Its sensitive pump shut-off eliminates
accidental water ingestion, it can run for
many hours at high humidity and its
detector cell requires much less
maintenance due to its excellent design.

PhoCheck+ incorporates the 
world's most advanced detector

system due to its patented Fence
Electrode Technology.

Click Here for PDF
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